
Coverage Pattern ----------------------------------------------------------------------------------------------------- 180° x 90° 
Operating Frequency Range -------------------------------------------------------------------------- 149Hz -21kHz -3dB
------------------------------------------------------------------------------------------------------------------87Hz-24kHz -10dB
Sensitivity --------------------------------------------------------------------------- 95 dB  (measured as 2.83V input, 1M)
Maximum Output --------------------------------------------------------------------119 dB SPL Cont., 125 dB SPL Peak
Recommended Handling ------------------------------------------------------------ 500 Watts Cont., 2000 Watts Peak
Recommended Amplifi er Power: ------------------------------------------------------------------------- 700 -1000 Watts 
Impedance ------------------------------------------------------------------------------------------------------------------4 Ohm
Driversv ----------------------------------------------------------------------------------------------------2 x 8” coaxial drivers
Enclosure Material ----------------------------------------------------- 13 ply, 18mm Baltic Birch, polyurea coated 
Weight ------------------------------------------------------------------------------------------------------------------------- 45Ibs
Dimensions-------------------------------------------------------------------------------------------- 12.5”H x 18.5”W x 9.5”D

  
SH Mini 180 Full Range Loudspeaker                

KEY FEATURES:

 180 x 90 coverage pattern
 Synergy crossover design
 Sentinel™ Limiter protection circuitry

APPLICATIONS:
 Sports Venues
 Arenas
 Athletic complexes 
 Hockey Rinks
 Swimming areas
 Cruise Ships 
 Race Tracks
 Water Parks
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